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CHAPTER 36 EVALUATE/INSPECT FAR PART 91 

OPERATOR’S AIRCRAFT
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1. PTRS ACTIVITY CODES

A. Maintenance:3680 (General)

B. Avionics: 5680 (General) 

3. OBJECTIVE. This chapter provides guidance fo

evaluating and inspecting aircraft and aircraft maintenan

programs in accordance with FAR Part 91. 

5. INSPECTION PROGRAMS. Seve ra l  t ypes o f

inspection programs are available to the FAR Part 

owner/operator. 

A.  Annual and 100-Hour Inspections

(1) FAR § 43.11 requires persons approving 

disapproving equipment for return to service after a

required inspection to make an entry in the appropria

maintenance record. Airworthiness Aviation Safet

Inspectors (ASIs) must remember that neither FAR Pa

43 nor 91 require separate maintenance records to be k

(2) When an owner elects to maintain a sing

maintenance record, the entry of the annual or 100-h

inspection is made in that record. If the owner maintai

separate maintenance records for the airframe, pow

plants, propellers, appliances, and components, the e

for the annual inspection is only required to be entered

the airframe record, while the 100-hour inspection mu

be entered in every associated record.

(3) Annual Inspections. FAR § 91.409(a) requires

that a person who operates an aircraft must ensure tha

aircraft has been inspected in accordance with the requ

ments of an annual inspection. 

(a) Annual inspections are designed to provid

a complete and comprehensive inspection of an aircraft.
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They are performed at specified intervals by persons aut

rized under FAR § 43.7. The inspection determines the con

tion of the aircraft and the maintenance required to return 

aircraft to an acceptable condition of airworthiness. The sco

and detail of an annual inspection are defined in Appendix

of FAR Part 43.

(b) While conducting surveillance, airworthines

inspectors will review aircraft maintenance records 

determine if the requirements of an annual inspection ha

been accomplished. 

(c) The owner/operator of an aircraft may hav

annual inspections conducted at any interval which does 

exceed the maximum of 12 calendar months betwe

inspections, as specified by FAR § 91.409(a)(1). For examp

an aircraft inspected and approved upon any day of a calen

month will become due for inspection upon the last day of t

same month, 12 months later. 

(d) FAR § 43.15 and Appendix D provide that a

systems, components, and appliances shall be checke

ensure proper installation and satisfactory operation. Prior

conducting surveillance of annual inspections performed 

maintenance personnel, inspectors should become fam

with the manufacturer’s recommended inspection procedu

special instructions, etc. Inspectors should know the accepta

degree of deterioration or defect permitted by the manufactu

of the product, as set forth in the manufacturer’s manuals

other data.

(e) In all cases, persons authorized to perfor

inspections under FAR §§ 43.3 and 43.7 must determine fr

records and physical inspection that the aircraft complies w

the contents of the following: 

• Aircraft Specification 

• Type Certificate Data Sheet 
36-1
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• Supplemental Type Certificate, if applicable 

• Airworthiness Directives 

• FAA Form 337, Major Repair and Alteration

(f)  The above documents must be available 

the maintenance personnel conducting an inspecti

Applicability of a Supplemental Type Certificate may b

determined by reference to the aircraft maintenan

records.

(g)  The inspection is not considered comple

until the required recording procedures of FAR §§ 43.

and 91.417 are met. 

• Under the provisions of FAR § 43.11, the agenc

or person performing the inspection is respo

sible for recording the inspection in the

maintenance records. 

• If the person conducting the inspection finds th

aircraft to be unairworthy, appropriate entrie

must be made in the aircraft maintenanc

records. The owner/operator must be furnishe

with a list of discrepancies or unairworthy

items. 

• The owner/operator must ensure that the main

nance records contain proper entr ies i

accordance with FAR § 91.417. The owne

operator must correct discrepancies foun

during the inspection before the aircraft i

returned to service. 

(4)  100-Hour Inspection. The scope and detail of a

100-hour inspection are defined in Appendix D of FA

Part 43. One-hundred-hour inspections are required

addition to annual inspections under the following situ

tions: 

• Aircraft are operated for carrying persons fo

compensation or hire 

• Aircraft are used for flight instructions if

furnished by the flight instructor
36-2
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B. Progressive Inspections.The progressive inspection

must be a complete inspection of the aircraft, conducted

stages, with all stages being completed in a period of 

calendar months. 

(1) An owner/operator choosing to use a progress

inspection program must submit a written request to the Fli

Standards District Office (FSDO) with jurisdiction over th

area in which the applicant is located.

(a)  The owner/operator may develop a progress

inspection program tailored to fit the operation. 

(b) Airworthiness inspectors must be cautiou

when reviewing progressive inspection programs developed

the manufacturer. These programs do not automatically fit 

needs of each individual operator and should be reviewed o

case-by-case basis. 

(c) The owner/operator’s progressive inspectio

program may be more restrictive than the manufacture

program, but it may not be less restrictive unless sufficie

justification is presented to and accepted by the FAA. 

(2) The inspector should not attempt to establish f

the owner/operator arbitrary intervals for the inspection 

overhaul of aircraft. Intervals should be based on the manu

turer’s recommendations, field service experience, malfu

tion and defect history, and the type of operation in which 

aircraft is engaged.

(3) If the progressive inspection is discontinued, th

owner or operator shall notify the local FSDO immediately 

writing. After the discontinuance, the first annual inspection

due within 12 calendar months after a complete inspection 

been accomplished in accordance with the progressive ins

tion program.

C. Large Airplane (Over 12,500 lbs.) and Turbine Powere

(Turbojet and Turbopropeller) Multiengine Airplane

Inspection Programs.These aircraft  must be inspecte

according to the requirements of an inspection progra

selected by the owner/operator. FAR § 91.409(f) outlin

various options available to the owner/operator.
Vol. 2
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(1) It may appear that some of the options spe

fied in FAR § 91.409(f)(1) through (3) do not involve th

field inspector, as they refer to previously approved a

manufacturer recommended programs. However, insp

tors should recognize that these programs must be ei

currently recommended by the manufacturer or curren

in use by the airline, air taxi, or FAR Part 125 operat

supplying the program. This requirement is intended 

prevent use of obsolete programs.

(2) Reference to a manufacturer recommend

program has led to several misconceptions as to w

precisely constitutes such a program. 

(a) FAR § 91.409(f)(3) states “A curren

inspection program recommended by the manufacture

No reference is made to the aircraft manufactur

specifically. FAR § 91.409(e), however, requires inspecti

of the airframe, engines, propellers, appliances, survi

equipment, and emergency equipment. 

(b) A complete manufacturer’s recommende

program therefore consists of the program supplied by 

airframe manufacturer and supplemented by the inspec

programs provided by the manufacturers of the engin

propellers, appliances, survival equipment, and emerge

equipment installed on the aircraft. 

NOTE: Because this program addresses inspec-

tions only, it does not include service bulletins,

service letters, service instructions, and other

maintenance documents.

D. Approved Aircraft Inspection Programs.FAR Part

91 addresses use of approved aircraft inspection progr

in three sections. The following quotes from FAR Part 9

are cited because of frequent misinterpretation of the te

“approved aircraft inspection program” by operators a

FAA personnel alike.

(1) FAR § 91.409(f) states that the owner/operat

must select, identify, and use one of four inspectio

programs. FAR § 91.409(f)(2) presents as one of the f

options “an Approved Aircraft Inspection Program

(AAIP) approved under FAR § 135.419 . . . and current
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in use by a person holding an operating certificate issued un
FAR Part 135."

(2) FAR § 91.409(g) states “Each operator of a
airplane desiring to establish or change an approved inspec
program under Paragraph (f)(4) of this section must submit 
program for approval to the local FSDO having jurisdictio
over the area in which the airplane is based.” The appro
inspection program spoken to in this section is not to 
confused with an Approved Aircraft Inspection Program
(AAIP) as allowed in FAR § 91.409(f)(2).

(3) FAR § 91.415(a) states “Whenever the Admini
trator finds that revisions to an approved aircraft inspecti
program under FAR § 91.409(f)(4) are necessary for t
continued adequacy of the program, the owner or opera
shall, after notification by the Administrator, make an
changes in the program found to be necessary by the Admi
trator.” The inspection program referenced in this section
not to be confused with an approved aircraft inspecti
program (AAIP) approved under the requirements of FAR
135.419.

NOTE: The inspector should ensure that the pro-
gram includes inspection of all systems, including avi-
onics.

7 . COMPUTERIZED RECORD KEEPING AND
ALERTING PROGRAMS. Computer companies have mad
available computer programs designed to function as main
nance tracking programs. These programs do not have
prior approval of the FAA. 

A.  In order to utilize one of these programs, the aircra
owner/operator must present the program to the FAA f
approval. FAA approval of one of these computerize
programs for one owner/operator does not constitute appro
for use of the same program by all operators. 

B.  FAA approval of a particular computerized progra
for an individual operator does not grant approval of th
program for the computer company. 

(1) Each computerized program must be approved 
the individual owner/operator. No other form of approval 
acceptable. 

(2) Use of the computerized companies’ services is 
data collection and distribution only.
36-3
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1. PREREQUISITES AND COORDINATION

REQUIREMENTS

A. Prerequisites.This task requires knowledge o

Federal Aviation Regulations.

B. Coordination. This task requires coordination

between Airworthiness Aviation Safety Inspectors (ASIs)

3. REFERENCES, FORMS, AND JOB AIDS

A.  References

• FAR Parts 39, 43, 65, and 91, and FAR § 135.41

• Advisory Circular 39-7, Airworthiness Directives

as amended

• Advisory Circular 43-9, Maintenance Records, a

amended

• Advisory Circular 43.9-1E, Instructions for

Completion of FAA Form 337, Major Repair and

Alteration, as amended

• Advisory Circular 43-16, General Aviation

Airworthiness Alerts, as amended

• Advisory Circular 91-38A, Large and Turbine

Powered Multiengine Airplanes, Part 91, Subpa

D, as amended

• Order 8300.10, Airworthiness Inspector’s Hand

book, Vol. 2, Ch. 38, Evaluate FAR Part 9

Operator’s Maintenance Records

B. Forms. None.

C. Job Aids. None.
36-4
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5. PROCEDURES

A. Review Maintenance Records.Ensure that  persons

approving and disapproving equipment for return to serv

after any required inspection have entered the inspection in

record of that equipment. Ensure that when an owner maint

a single record, the entry for required inspections is made

that record. Ensure that if the owner maintains separate rec

for the airframe, engines, powerplants, propellers, applianc

and components, the entry for required inspections is ente

in each.

(1) Annual/100-Hour Inspection. Rev iew  records  to

ensure compliance with the requirements of FAR §§ 43.11 

91.417. Determine whether the appropriate entries have b

made and have met regulatory requirements. 

NOTE: The annual and 100-hour inspections are

identical in scope and detail. The only difference is in

the performance and approval of the annual inspec-

tion, which must be accomplished by a person autho-

rized under FAR §§ 43.3 and 43.7.

(2) Progressive Inspection. Ensure that records indi-

cate the following: 

• Completion of an annual inspection prior to th

commencement of inspections under a progress

inspection program 

• Compliance with inspection intervals prescribed 

the progressive program 

• Completion of the inspection cycle within 12 calend

months

(3) Large Airplane (Over 12,500 lbs.) and Turbine

Powered (Turbojet and Turbopropeller) Multiengine Airplan

Inspection Programs. Ensure that the maintenance records ind

cate that the owner/operator has identified and is usin
Vol. 2
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selected program in accordance with FAR § 91.409(

Ensure that any inspection program that contains

computerized record keeping and alerting system has b

approved by the FAA prior to implementation. Ensure th

this system reflects the current airworthiness requireme

for the individual airplane. 

B. Conduct Surveillance of the Aircraft.Examine the

aircraft to determine, to the extent possible, that it is 

condition for safe operation. Ensure that the inspection

accomplished either in the presence of or with speci

approval from the owner/operator. The following ar

examples of items to be checked: 

• Proper internal and external placarding

• Obvious signs of excessive wear and deterior

tion, including corrosion, worn places on tires

nicks in the leading edge of the propeller blade

broken windshields, etc.

• Condition of fabric on fabric-covered contro

surfaces, wings, or fuselages

• The inter ior  o f  the a i rcraf t  fo r  obv ious

deterioration

• Any other indication that would render the

aircraft unsafe for flight 

C. Review and Accept a Progressive Inspectio

Program

(1) Advise the owner/operator desiring a progre

sive inspection program to submit a letter of intent and

copy of the program, as required by FAR § 91.409. 

NOTE: The inspector should carefully review

FAR § 91.409 (d) prior to analysis of the program.

(2) Upon receipt of the letter of intent and

program, ensure the following:

• The program includes the entire aircraft and i

components
Vol. 2
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• The program will provide a complete inspection o

the aircraft within 12 calendar months. Inspectio

intervals should be based on the manufacture

recommendations, field service experience, malfun

tion and defect history, and the type of operation 

which the aircraft is engaged.

• The scope of the inspection equals that of an ann

type inspection

• The progressive inspection schedule ensures that 

aircraft will be airworthy at all times and will

conform to all applicable FAA aircraft specifications

type certificate data sheets, airworthiness directive

and other approved data

• The program includes procedures for the immedia

written notification of the local FSDO upon the

discontinuance of the progressive program and t

assumption of an annual inspection program

(3)  Analyze results of the review.

(4) Notify the operator in writing of any deficiencies

found in the program.

(a) Request that the operator inform the FAA o

plans for resolving deficient items.

(b) Once deficiencies have been corrected to m

the requirements of FAR § 91.409, notify the operator 

writing that the program has been accepted.

(5) Establish and maintain an operator file in acco

dance with agency orders. The file should include a copy

the program and all related correspondence.

D. Approve   an    Inspection    Program    Under    FAR

91.409(f)(4)

(1) Ensure that the operator of a large airplane, mu

engine turbojet or turbopropeller powered airplane desiring

approved inspection program submits the program f

approval to the appropriate FSDO.
36-5
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(2) Ensure that the program is in writing an

details the following: 

• Instructions and procedures for conductin

inspections, including necessary tests and chec

• Inspection intervals, expressed in any combin

tion of flight hours, cycles, or calendar time 

• The parts and areas that are required to 

inspected

(3) Compare the submitted program with th

manufacturer’s recommended program. Ensure that 

deletions of items and inspection period escalations 

completely justified by the applicant. Where there is n

manufacturer’s recommended program, use a time-tes

program for comparison purposes. 

(4) Ensure that the program developed by th

applicant provides a level of safety equivalent to or grea

than that provided by the inspection options of FAR

91.409(f)(1) through (3).
6-6
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(5) Indicate approval on the cover page of the inspe

tion program. Include the date of approval, the inspecto

signature, and the office name, number, and location. Sta

each succeeding page with the district office stamp, date, 

the initials of the inspector. 

7. TASK OUTCOMES 

A. File a completed PTRS Transmittal Form.

B. Successful completion of the task wil l result i

acceptance and/or approval of the inspection programs. 

9. FUTURE ACTIVITIES. Carefully monitor inspection

systems for compliance with appropriate Federal Aviati

Regulations and for continued airworthiness of subject aircr

Determine whether maintenance practices are performed a

adequate level of safety. Direct particular attention to any ar

where trends indicate a faulty inspection system or inadequ

maintenance. Take immediate action to correct any defici

cies.
Vol. 2


	Chapter 36� EVALUATE/INSPECT FAR PART 91
	Section 1� Background
	1.� PTRS Activity Codes
	A.� Maintenance:
	B.� Avionics:

	3.� Objective.
	5.� Inspection Programs.
	A.� Annual and 100-Hour Inspections
	(1)� FAR § 43.11 requires persons approving or dis...
	(2)� When an owner elects to maintain a single mai...
	(3)� Annual Inspections.
	(a)� Annual inspections are designed to provide a ...
	(b)� While conducting surveillance, airworthiness ...
	(c)� The owner/operator of an aircraft may have an...
	(d)� FAR § 43.15 and Appendix D provide that all s...
	(e)� In all cases, persons authorized to perform i...
	(f)� The above documents must be available to the ...
	(g)� The inspection is not considered complete unt...
	(4)� 100-Hour Inspection.
	B.� Progressive Inspections.

	(1)� An owner/operator choosing to use a progressi...
	(a)� The owner/operator may develop a progressive ...
	(b)� Airworthiness inspectors must be cautious whe...
	(c)� The owner/operator’s progressive inspection p...

	(2)� The inspector should not attempt to establish...
	(3)� If the progressive inspection is discontinued...
	C.� Large Airplane (Over 12,500 lbs.) and Turbine ...

	(1)� It may appear that some of the options specif...
	(2)� Reference to a manufacturer recommended progr...
	(a)� FAR § 91.409(f)(3) states “A current inspecti...
	(b)� A complete manufacturer’s recommended program...
	D.� Approved Aircraft Inspection Programs.

	(1)� FAR § 91.409(f) states that the owner/operato...
	(2)� FAR § 91.409(g) states “Each operator of an a...
	(3)� FAR § 91.415(a) states “Whenever the Administ...
	7.� Computerized Record Keeping and Alerting Progr...
	A.� In order to utilize one of these programs, the...
	B.� FAA approval of a particular computerized prog...
	(1)� Each computerized program must be approved fo...
	(2)� Use of the computerized companies’ services i...

	Section 2� Procedures
	1.� Prerequisites and Coordination Requirements
	A.� Prerequisites.
	B.� Coordination.

	3.� References, Forms, and Job Aids
	A.� References
	B.� Forms.
	C.� Job Aids.

	5.� Procedures
	A.� Review Maintenance Records.
	(1)� Annual/100-Hour Inspection.

	(2)� Progressive Inspection. Ensure that records i...
	(3)� Large Airplane (Over 12,500 lbs.) and Turbine...
	B.� Conduct Surveillance of the Aircraft.

	C.� Review and Accept a Progressive Inspection Pro...
	(1)� Advise the owner/operator desiring a progress...
	(2)� Upon receipt of the letter of intent and prog...
	(3)� Analyze results of the review.
	(4)� Notify the operator in writing of any deficie...
	(a)� Request that the operator inform the FAA of p...
	(b)� Once deficiencies have been corrected to meet...

	(5)� Establish and maintain an operator file in ac...
	D.� Approve an Inspection Program Under FAR § 91.4...
	(1)� Ensure that the operator of a large airplane,...
	(2)� Ensure that the program is in writing and det...
	(3)� Compare the submitted program with the manufa...
	(4)� Ensure that the program developed by the appl...
	(5)� Indicate approval on the cover page of the in...
	7.� Task Outcomes
	A.� File a completed PTRS Transmittal Form.
	B.� Successful completion of the task will result ...
	9.� Future Activities.



